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MODELS: 
LT25 – 1/4” x 1/2” x 3.34” 
LT25V – 1/4” x 1/2” x 3.34” 

Flows to 12 GPM / Heads to 48 feet

APPLICATIONS:
• Vapor degreasers 
• Chillers 
• Filter systems 
• Water transfer 
• Solvents 
• Water treatment systems 
• Various industrial chemicals 
• Alkaline solutions 
• Deionized water 

FEATURES:
• NEMA 42C motor frame ‐ Standard 
• Standard mechanical seal: 5/8” Type 21 

Viton®, carbon, ceramic 
• Seal options: type 8, 9 Teflon®, 21 double 

seals, 2106, and silicon carbide faces 
• Recirculation flush option available 
• Frame mount, base plate, and air motor 

option available 
 

VERTICAL FEATURES:
• Sealless construction 
• Carbon bushings standard, glass 

filled PTFE optional 
• Standard column lengths 7 ½”, 13” 

and 20” 
• Available in 316SS 
 

Type MS50, 2MS75MDSS
Flows to 60 GPM / Heads to 380 feet

MATERIALS:
• SS (316 Stainless Steel) 

APPLICATIONS: 
• Deionized water system 
• Ultra‐filtration system 
• Laser system cooling 
• Reverse osmosis systems 
• Acid handling 

FEATURES (MS50):
• Vertical option available  
• Optional power frame available 
• Standard mechanical seal: 5/8” Type 21 

Viton®, carbon vs. ceramic 
• NEMA 56C motor frame ‐ Standard 

MODELS: 
1‐6MS50 – 1/2” x 3/4” x 4.12” 
2MS75MDSS – 3/4” x 1” x 6.00” 
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Curve for reference only. 

LT25 

2MS75MDSS 

6MS50

LT25V 

Type LT, LTV

MATERIALS:
• AB (All Bronze) 
• SS (316 Stainless 

MS 50  2MS 75 
(Mag Drive) 

Curve for reference only. 

FEATURES (2MS75):
• Sealless Mag Drive 
• NEMA 56C motor frame ‐ Standard 
• Bushing options: Alpha Silicon Carbide 
• O‐Ring options:  EPR, Teflon® Encapsulated, 

Kalrez®, Fluro‐Silicon 

CALL 1-800-577-8111 FOR SALES AND SUPPORT
CLICK FOR PRICE PUMPS WEBSITE

CALL 1-800-577-8111 FOR SALES AND SUPPORT
CLICK FOR PRICE PUMPS WEBSITE



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MODELS: 
HP75 – 3/4” x 3/4” x 6.00” 

Flows to 40 GPM / Heads to 160 feet

MATERIALS:
• BN (Bronze volute) 
• CN (CPVC volute) 

APPLICATIONS:
• Circulating chilled 

water 
• Booster pumps 
• Sprinkler pumps 
• Deionized Water  
• Chiller pumps 
• Air conditioning 
• Laser coolers 
 

FEATURES:
• Compact close coupled design 
• NEMA 56J motor frame ‐ Standard 
• Mechanical Seal: 5/8” Type 6 Buna, carbon vs. ceramic 
• Type 6, 2106, 21 and silicon carbide faces are among the many seal options 

available from stock 
• Standard CPVC impeller (316SS optional) 

Flows to 65 GPM / Heads to 160 feet

FEATURES:
• NEMA 56J motor frame ‐ Standard 
• Compact close coupled design 
• Mechanical seal: 5/8” Type 21 Viton®, carbon vs. ceramic 

MODELS: 
HP75 – 3/4” x 3/4” x 6.00” 
HP100 – 1” x 1” x 6.00” 
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MATERIALS:
• SS (316 Stainless Steel volute, 

bracket, and impeller) 
• SC (316 Stainless Steel volute 

and bracket, CPVC impeller) 
• AB (All Bronze) 
 

Curve for reference only. 

(CPVC) 

Impeller 

(SS) 

Impeller 

Type HP (Bell Gasket Design) 

Type HP (O‐Ring Design) 

APPLICATIONS:
• Circulating chilled water 
• Booster pumps 
• Sprinkler pumps 
• Deionized Water  
• Chiller pumps 
• Air conditioning 
• Laser coolers 
 

(CPVC) 

Impeller 

(SS) 

Impeller 

Curve for reference only. 

HP75SS 

HP75CN 
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